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APPLICATIONS AND FEATURES

APPLICATIONS

FEATURES
The ceramic-coated cutter piece help maintain long service life
with excellent performance.
Original suction configuration (patented) and casing structure.
Equipped with a motor with built- in auto-cut to prevent motor
burnout.
Two types available: flange type and pedestal support type for
easy maintenance and inspection.
Some models with output of 3.7kWor less are available with a
float switch (automatic, auto alternate built-in).

For drainage from sewage tanks, kitchens, and drainage of
other sewage and waste water.
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0.75kW : Panty hose
1.5kW : Towel (300x450)

2.2 and above : Towel (300x900)
In addition to the above,

Cotton gloves,
Packing tapes,
Plastic bags, etc.
can also be cut.

Pump Bore
(mm)

Solid diameter
(mm)

Clothes
(mm)
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17

24 less than 2.2 kW

26 more than 3.7 kW

26100

80

Output
(kW) Phase Size

(mm2)
Outer diameter

(mm)Core Length
(m)

0.75

1.5

2.2

3.7

5.5

7.5

3

3

3

3

3

3

1.25

1.25

1.25

2

3.5

5.5

4

4

4

4

4

4

11

11

11

11.7

13.8

16.5

6

10

10

10

10

10

CableMaterial : 600V insulating (VCT)

STANDARD SPECIFICATIONS

OPTIONAL SPECIFICATIONS

SOLID PASSAGE CABLE

Description Model: AU4
Applicable Liquid Waste water, Filthy water and Other miscellaneous dirty water
Liquid Temperature 0 ~ 40 °C
pH 5~9

Material
Casing Cast iron
Impeller FCD450+SKD II (Ceramic coating)
Shaft Stainless Steel (SUS420J2)

Motor Speed 1500 rpm
Impeller Vortex with cutter

Shaft seal
Double mechanical seal

Pump: SiC x SiC
Motor: Ceramics x Carbon

Motor Bearing Sealed ball bearing
Cable length 10m

Maximum submergence 0.75kW: 5m
1.5~7.5kW: 8m

Cable length 10m, 20m, 30m, 40m
For High temperature liquid 0~60 °C
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PERFORMANCE CHART

MODEL CODE

Motor output (kW)

50 Hz

Suction bore (mm.)

Pump type

Phase - (T4 : Three Phase)

Operation Type :
- L (1pump automatics)
- LN (2nd pump for automatic alternate/
simultaneous)
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248
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100
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110
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130
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160

160

160
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130
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166

166
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196

196

196
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M12x160

M12x160

M12x160

M16x200

M16x200

M16x200

M16x200
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M16x200

141

161
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228
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60

60
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130
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140

160

160

160

160

50

65

80

100
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Bore (mm)

Discharge Connection Guide
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60
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0.75kW

1.5kW

1.5kW

2.2.3.7kW

5.5kW

Less than 2.2kW

3.7kW

5.5.7.5kW

3.7kW

5.5kW

RemarkHanger Manhole
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600
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700
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700

800

700

800

450

450

450

450

500

450

500

550

500

550

HH HA HL HP H' W3 W4

50

65

80

100

Discharge
Bore (mm)

PEDESTAL SUPPORT MOUNT
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